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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 

* (1)(1A)(1B)Denotes RECLAIM emission factor (2)(2A)(2B)Denotes RECLAIM emission rate 

 (3) Denotes RECLAIM concentration limit (4) Denotes BACT emission limit 

 (5)(5A)(5B)Denotes command and control emission limit (6) Denotes air toxic control rule limit 

 (7) Denotes NSR applicability limit (8)(8A)(8B)Denotes 40 CFR limits(e.g. NSPS, NESHAPS, etc.) 

 (9) See App B for Emission Limits (10) See Section J for NESHAP/MACT requirements 

**  Refer to Section F and G of this permit to determine the monitoring, recordkeeping  and reporting requirements for this device. 
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FACILITY PERMIT TO OPERATE 

CO�OCOPHILLIPS COMPA�Y 

Equipment 

 

ID 

�o. 

Connected 

To 

RECLAIM 

Source Type/ 

Monitoring Unit 

Emissions * 

And Requirements 

Conditions 

Process 1:  CRUDE DISTILLATIO�  P13.2 

System 1 : CRUDE DISTILLATIO� U�IT  S13.5,  S15.1, 

S15.3, S15.4, 

S15.11, S31.4 

TANK, FLASH, DU-1, SPENT SODA, 

HEIGHT:  53 FT 6 IN; DIAMETER:  3 FT 

A/N:  471540 

D1     

COLUMN, PRIMARY, DU-3, CRUDE OIL, 
HEIGHT:  112 FT; DIAMETER:  12 FT 

A/N:  471540 

D2     

COLUMN, FIRST SIDE CUT STRIPPER, 
DU-4, HEIGHT:  47 FT; DIAMETER:  5 FT 

A/N:  471540 

D3     

COLUMN, SECONDARY, DU-5; CRUDE 
OIL, HEIGHT:  174 FT 6 IN; DIAMETER:  16 

FT 

A/N:  471540 

D4     

COLUMN, 2ND & 3RD SIDE CUT 

STRIPPERS, DU-6, HEIGHT:  40 FT 6 IN; 

DIAMETER:  5 FT 
A/N:  471540 

D5     

ACCUMULATOR, V-2142, PRIMARY 

COLUMN OVERHEAD, HEIGHT:  23 FT 10 
IN; DIAMETER: 5 FT 6 IN 

A/N:  471540 

D6     

VESSEL, TREATER, 1ST STAGE SODA, V-
2147, PRIMARY COLUMN OVERHEAD, 

HEIGHT:  29 FT; DIAMETER:  6 FT 

A/N:  471540 

D8     

ACCUMULATOR, V-3043, SECONDARY 
COLUMN OVERHEAD, HEIGHT:  30 FT; 

DIAMETER:  9 FT 6 IN 

A/N:  471540 

D9     

VESSEL, SWEETNER, V-2197, PRIMARY 

COLUMN TOPS, HEIGHT:  19 FT; 

DIAMETER:  7 FT 6 IN 
A/N:  471540 

D11     

VESSEL, SEPARATOR, SECONDARY 

COLUMN THIRD STAGE, V-3047, 
HEIGHT:  6 FT; DIAMETER:  4 FT 

A/N:  471540 

D16     
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 

* (1)(1A)(1B)Denotes RECLAIM emission factor (2)(2A)(2B)Denotes RECLAIM emission rate 

 (3) Denotes RECLAIM concentration limit (4) Denotes BACT emission limit 

 (5)(5A)(5B)Denotes command and control emission limit (6) Denotes air toxic control rule limit 

 (7) Denotes NSR applicability limit (8)(8A)(8B)Denotes 40 CFR limits(e.g. NSPS, NESHAPS, etc.) 

 (9) See App B for Emission Limits (10) See Section J for NESHAP/MACT requirements 

**  Refer to Section F and G of this permit to determine the monitoring, recordkeeping  and reporting requirements for this device. 

Section D Page:draft 2 

Facility I.D.: 800362 

Revision #: draft 
Date:   draft 

FACILITY PERMIT TO OPERATE 

CO�OCOPHILLIPS COMPA�Y 

VESSEL, SEPARATOR, SECONDARY 

COLUMN SECOND STAGE, V-3046B, 
HEIGHT:  7 FT; DIAMETER:  4 FT 

A/N:  471540 

D953     

VESSEL, SEPARATOR, SECONDARY 

COLUMN FIRST STAGE, V-3045B, 
HEIGHT:  7 FT 9 IN; DIAMETER:  4 FT 6 IN 

A/N:  471540 

D954     

VESSEL, SEPARATOR, SECONDARY 
COLUMN FIRST STAGE, V-3044B, 

HEIGHT:  7 FT 9 IN; DIAMETER:  4 FT 6 IN 

A/N:  471540 

D955     

FUGITIVE EMISSIONS, MISCELLANEOUS 

A/N:  471540 

D832   HAP:  (10) [40CFR 63 Subpart 

CC, #5A, 6-23-2003] 

H23.22  

Process 2 : COKI�G A�D RESIDUAL CO�DITIO�I�G P13.2 

System 1 : DELAYED COKI�G U�IT S13.5, S15.4, S31.3 

FRACTIONATOR, MAIN, CK-1, HEIGHT:  

149 FT; DIAMETER:  15 FT 6 IN 
A/N:  464152 

D80     

COLUMN, STRIPPER, CK-2, EXTRA 

HEAVY GAS OIL, HEIGHT:  25 FT 6 IN; 
DIAMETER:  3 FT 

A/N:  464152 

D81     

COLUMN, STRIPPER, CK-3, HEAVY GAS 
OIL, HEIGHT:  43 FT; DIAMETER:  5 FT 

A/N:  464152 

D82     

COLUMN, STRIPPER, CK-4, LIGHT GAS 
OIL, HEIGHT:  43 FT; DIAMETER:  4 FT 6 

IN 

A/N:  464152 

D83     

ACCUMULATOR, V-2247, MAIN 

FRACTIONATOR OVERHEAD, HEIGHT:  

22 FT; DIAMETER:  12 FT 
A/N:  464152 

D84     

ACCUMULATOR, V-2248, MAIN 

FRACTIONATOR OVERHEAD, HEIGHT:  

20 FT; DIAMETER:  9 FT 
A/N:  464152 

D85     

STORAGE TANK, FIXED ROOF, NO. 2230, 

AMMONIUM POLYSULFIDE, 20000 GALS; 
DIAMETER:  15 FT; HEIGHT:  18 FT 

A/N: 464152  

D86    E134.1 

DRUM, COKE, V-2236, HEIGHT:  75 FT; 
DIAMETER:  26 FT 

A/N:  464152 

D796   PM:  (9) [RULE 405, 2-7-1986] D323.2 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 

* (1)(1A)(1B)Denotes RECLAIM emission factor (2)(2A)(2B)Denotes RECLAIM emission rate 

 (3) Denotes RECLAIM concentration limit (4) Denotes BACT emission limit 

 (5)(5A)(5B)Denotes command and control emission limit (6) Denotes air toxic control rule limit 

 (7) Denotes NSR applicability limit (8)(8A)(8B)Denotes 40 CFR limits(e.g. NSPS, NESHAPS, etc.) 

 (9) See App B for Emission Limits (10) See Section J for NESHAP/MACT requirements 

**  Refer to Section F and G of this permit to determine the monitoring, recordkeeping  and reporting requirements for this device. 
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DRUM, COKE, V-2237, HEIGHT:  75 FT; 

DIAMETER:  26 FT 
A/N:  464152 

D797   PM:  (9) [RULE 405, 2-7-1986] D323.2 

DRUM, COKE, V-2238, HEIGHT:  75 FT; 

DIAMETER:  26 FT 

A/N:  464152 

D798   PM:  (9) [RULE 405, 2-7-1986] D323.2 

DRUM, COKE, V-2239, HEIGHT: 75 FT; 

DIAMETER: 26 FT 

A/N:  464152 

D799   PM:  (9) [RULE 405, 2-7-1986] D323.2 

ABSORBER, RECTIFIED, CK-5, HEIGHT: 

159 FT 6 IN; DIAMETER: 7 FT 

A/N:  464152 

D95     

COLUMN, SPONGE, CK-6, HEIGHT: 42 FT 

6 IN; DIAMETER: 3 FT 6 IN 

A/N:  464152 

D96     

COLUMN, DEBUTANIZER, CK-7, HEIGHT: 

136 FT 6 IN; DIAMETER: 8 FT 

A/N:  464152 

D97     

SETTLING TANK, V-2245, DEBUTANIZER 
OVERHEAD, LENGTH:  7 FT; DIAMETER: 

5 FT 

A/N:  464152 

D99     

COMPRESSOR, CK-501, WET GAS 

A/N:  464152 

D103     

KNOCK OUT POT, V-3122, HEIGHT: 8 FT 4 
IN; DIAMETER: 3 FT 

A/N:  464152 

D758     

KNOCK OUT POT, V-3172, WET GAS 
COMPRESSOR DISCHARGE, HEIGHT:  8 

FT 6 IN; DIAMETER:  5 FT 

A/N:  464152 

D943     

FUGITIVE EMISSIONS, MISCELLANEOUS 

A/N:  464152 

D838   HAP:  (10) [40CFR 63 Subpart 

CC, #5A, 6-23-2003] 

H23.36 

Process 10 : STORAGE TA�KS P13.2 

System 1 : FIXED ROOF TA�KS  

STORAGE TANK, FIXED ROOF, NO. 16, 

79022 BBL; DIAMETER:  117 FT 4 IN; 
HEIGHT:  41 FT 6 IN 

A/N 325724 

D352    B22.1, H23.2, 

K67.3 

STORAGE TANK, FIXED ROOF, NO. 17, 
FUEL OIL, 79113 BBL; DIAMETER:  117 FT 

3 IN; HEIGHT:  41 FT 6 IN 

A/N 325877 

D353    C1.3,  H23.2 

STORAGE TANK, FIXED ROOF, NO. 18, D354    C1.4 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 

* (1)(1A)(1B)Denotes RECLAIM emission factor (2)(2A)(2B)Denotes RECLAIM emission rate 

 (3) Denotes RECLAIM concentration limit (4) Denotes BACT emission limit 

 (5)(5A)(5B)Denotes command and control emission limit (6) Denotes air toxic control rule limit 

 (7) Denotes NSR applicability limit (8)(8A)(8B)Denotes 40 CFR limits(e.g. NSPS, NESHAPS, etc.) 

 (9) See App B for Emission Limits (10) See Section J for NESHAP/MACT requirements 

**  Refer to Section F and G of this permit to determine the monitoring, recordkeeping  and reporting requirements for this device. 
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FACILITY PERMIT TO OPERATE 

CO�OCOPHILLIPS COMPA�Y 

HEAVY FLASH DISTILLATE, 79135 BBL; 

DIAMETER:  117 FT 3 IN; HEIGHT:  41 FT 5 
IN 

A/N 325726 

STORAGE TANK, FIXED ROOF, HEATED, 

NO. 1678, SULFUR, INSULATED, 16450 
BBL; DIAMETER: 70 FT; HEIGHT:  24 FT 

A/N:  325733 

D359 C335  SOX:  500 PPMV  (5) [RULE 

407, 4-2-1982] 

 

STORAGE TANK, FIXED ROOF, HEATED, 
NO. 1679, SULFUR, INSULATED, 16450 

BBL; DIAMETER: 70 FT; HEIGHT:  24 FT 

A/N:  325735 

D360 C335  SOX:  500 PPMV  (5) [RULE 

407, 4-2-1982] 

 

STORAGE TANK, FIXED ROOF, TK 2507, 

DIESEL STABILITY ADDITIVE 

DISTILLATE, 11700 GALS; DIAMETER:  10 
FT; HEIGHT:  19 FT 11 IN 

A/N:  325737 

D363    K67.3 

FUGITIVE EMISSIONS, MISCELLANEOUS 
A/N 325726 

D870   HAP:  (10) [40CFR 63 Subpart 

CC, #2, 6-23-2003] 

H23.1 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 

CO�OCOPHILLIPS COMPA�Y 

CO�DITIO�S 

PROCESS CO�DITIO�S 

P13.2 All devices under this process are subject to the applicable requirements of the following rules or 

regulations:  

Contaminant Rule Rule/Subpart 

Benzene 40CFR61, SUBPART FF 

 
 [40CFR 61 Subpart FF, 12-4-2003]  

 [Processes subject to this condition : 1, 2, 3, 4, 5, 6, 7, 8, 9, 10] 

SYSTEM CO�DITIO�S 

S13.5 All devices under this system are subject to the applicable requirements of the following rules or 

regulations:  

Contaminant Rule Rule/Subpart 

VOC District Rule 1123 

 
 [RULE 1123, 12-7-1990]  

 [Systems subject to this condition : Process 1, System 1, 4, 8; Process 2, System 1, 3; Process 3, System 1, 

3; Process 4, System 1; Process 5, System 1, 2, 3, 4; Process 6, System 1, 2, 3; Process 7, System 4, 5] 

S15.1 The vent gases from all affected devices of this process/system shall be vented as follows:   

All sour gases under normal operating conditions shall be directed to the sour gas treating unit(s) located in 

the Vacuum Flash Unit (Process 1, System 4). 

This process/system shall not be operated unless the fuel gas treating unit(s) is in full use and has a valid 

permit to receive vent gases from this system. 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 

CO�OCOPHILLIPS COMPA�Y 

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-Offset,  5-

10-1996; RULE 1303(b)(2)-Offset,  12-6-2002]  

[Systems subject to this condition : Process 1, System 1, 7, 8] 

S15.3 The vent gases from all affected devices of this process/system shall be vented as follows:   

All emergency vent gases shall be directed to a blowdown flare system or flare gas recovery system except 

Devices IDs D1, D2, D4, D58, D65, D60, D69, D95-D97, D816, D175, D188, D202, D803, D479, D896 that 

vent to the atmosphere. 

This process/system shall not be operated unless the above air pollution control equipment is in full use and 

has a valid permit to receive vent gases from this system.  

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-Offset,  5-

10-1996; RULE 1303(b)(2)-Offset,  12-6-2002]  

[Systems subject to this condition : Process 1, System 1, 4, 7, 8; Process 2, System 3; Process 3, System 1, 

3; Process 4, System 1; Process 5, System 2, 3, 4; Process 6, System 1, 2, 3, 4, 5; Process 7, System 1, 2, 4, 

5; Process 8, System 1, 3] 

S15.4 The vent gases from all affected devices of this process/system shall be vented as follows:   

All sour gases under normal operating conditions shall be directed to the sour gas treating unit(s). 

This process/system shall not be operated unless the above air pollution control equipment is in 

full use and has a valid permit to receive vent gases from this system. 

 [RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-Offset,  

5-10-1996; RULE 1303(b)(2)-Offset,  12-6-2002]  

 [Systems subject to this condition : Process 1, System 1, 4, 8; Process 2, System 1, 3; Process 3, System 1] 

S15.11 The vent gases from all affected devices of this process/system shall be vented as follows:   

All vent gases under normal operating conditions shall be directed to a flare gas recovery system except 

device IDs D175, D188, D202, and D896 that vent to atmosphere. 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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CO�OCOPHILLIPS COMPA�Y 

This process/system shall not be operated unless the above air pollution control equipment (consisting of two 

compressors operating independently or concurrently at any given time) is in full use and has a valid permit 

to receive vent gases from this system.  

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-Offset,  5-

10-1996; RULE 1303(b)(2)-Offset,  12-6-2002]  

[Systems subject to this condition : Process 1, System 1, 4, 7, 8; Process 2, System 3; Process 3, System 1, 

3; Process 4, System 1; Process 5, System 2, 3, 4; Process 6, System 1, 2, 3, 4, 5; Process 7, System 1, 2, 4, 

5; Process 8, System 1, 3] 

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the 

devices that are covered by application number(s) 458382, 458383, 458384, 467378, 467377, and 464152: 

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation 

of the fugitive emissions based on actual components installed and removed from service.  The 

valves and flanges shall be categorized by size and service.  The operator shall submit a listing of 

all new non-bellows seal valves which shall be categorized by tag no., size, type, application, and 

reasons why bellows seal valves were not used. 

The operator shall provide to the District, no longer than 90 days after initial startup, a complete, 

as built, piping and instrumentation diagram(s) and copies of requisition data sheets for all non-

leakless type valves with a listing of tag numbers. 

All new valves in VOC service, except those specifically exempted by Rule 1173 and those in 

heavy liquid service as defined in Rule 1173, shall be bellows seal valves, except as approved by 

the District, in the following applications:  heavy liquid service, control valve, instrument 

piping/tubing, applications requiring torsional valve stem motion, applications where valve failure 

could pose safety hazard, retrofits/special applications with space limitations, and valves not 

commercially available. 

All new valves and major components in VOC service as defined by Rule 1173, except those 

specifically exempted by Rule 1173 and those in heavy liquid service as defined in Rule 1173, 

shall be distinctly identified from other components through their tag numbers (e.g., numbers 

ending in the letter “N”), and shall be noted in the records. 

All new components in VOC service as defined in Rule 1173, except valves and flanges, shall be 

inspected quarterly using EPA reference Method 21.  All new valves and flanges in VOC service, 

except those specifically exempted by Rule 1173, shall be inspected monthly using EPA Method 

21. 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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CO�OCOPHILLIPS COMPA�Y 

If 98.0 percent or greater of the new (non-bellows seal) valves and the new flange population 

inspected is found to leak gaseous or liquid volatile organic compounds at a rate less than 500 

ppmv for two consecutive months, then the operator may change to a quarterly inspection program 

with the approval of the District. 

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of 

the new (non-bellows seal) valves and the new flange population inspected is found to leak 

gaseous or liquid volatile organic compounds at a rate less than 500 ppmv. 

All new components in VOC service with a leak greater than 500 ppmv but less than 1000 ppmv, 

as methane, measured above background using EPA Method 21 shall be repaired within 14 days 

of detection.  Components shall be defined as any valve, fitting, pump, compressor, pressure relief 

valve, diaphragm, hatch, sight-glass, and meter, which are not exempted by Rule 1173. 

The operator shall keep records of the monthly inspection (quarterly where applicable), 

subsequent repair and reinspection, in a manner approved by the District.  Records shall be kept 

and maintained for at least two years, and shall be made available to the Executive Officer or his 

authorized representative upon request. 

All open-ended valves shall be equipped with cap, blind flange, plug, or a second valve. 

All pressure relief valves shall be connected to a closed vent system. 

All new light liquid pumps shall utilize double seals and be connected to a closed vent system. 

All compressors shall be equipped with a seal system with a higher pressure barrier fluid. 

 [RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002]  

 [Systems subject to this condition : Process 1, System 4; Process 2, System 1; Process 3, System 3; Process 

14, System 1, 2, 3] 

S31.4 The following BACT requirements shall apply to VOC service fugitive components associated with the 

devices that are covered by application number(s) 471540: 

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the 

fugitive emissions based on actual components installed and removed from service.  The valves and flanges 

shall be categorized by size and service.  The operator shall submit a listing of all new non-bellows seal 

valves which shall be categorized by tag no., size, type, application, and reasons why bellows seal valves 

were not used. 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 

CO�OCOPHILLIPS COMPA�Y 

The operator shall provide to the District, no longer than 90 days after initial startup, a complete, as built, 

piping and instrumentation diagram(s) and copies of requisition data sheets for all non-leakless type valves 

with a listing of tag numbers. 

All new valves in VOC service, except those specifically exempted by Rule 1173 and those in heavy liquid 

service as defined in Rule 1173, shall be bellows seal valves, except as approved by the District, in the 

following applications:  heavy liquid service, control valve, instrument piping/tubing, applications requiring 

torsional valve stem motion, applications where valve failure could pose safety hazard, retrofits/special 

applications with space limitations, and valves not commercially available. 

All new valves and major components in VOC service as defined by Rule 1173, except those specifically 

exempted by Rule 1173 and those in heavy liquid service as defined in Rule 1173, shall be distinctly 

identified from other components through their tag numbers (e.g., numbers ending in the letter “N”), and 

shall be noted in the records. 

All new components in VOC service as defined in Rule 1173, except valves and flanges, shall be inspected 

quarterly using EPA reference Method 21.  All new valves and flanges in VOC service, except those 

specifically exempted by Rule 1173, shall be inspected monthly using EPA Method 21. 

If 98.0 percent or greater of the new (non-bellows seal) valves and the new flange population inspected is 

found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive 

months, then the operator may change to a quarterly inspection program with the approval of the District. 

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new 

(non-bellows seal) valves and the new flange population inspected is found to leak gaseous or liquid volatile 

organic compounds at a rate less than 500 ppmv. 

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as 

methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.  

Components shall be defined as any valve, fitting, pump, compressor, pressure relief valve, diaphragm, 

hatch, sight-glass, and meter, which are not exempted by Rule 1173. 

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair, 

and reinspection, in a manner approved by the District.  Records shall be kept and maintained for at least two 

years, and shall be made available to the Executive Officer or his authorized representative upon request. 

All open-ended valves shall be equipped with cap, blind flange, plug, or a second valve. 

All pressure relief valves shall be connected to a closed vent system. 

All new light liquid pumps shall utilize double seals and be connected to a closed vent system. 

All compressors shall be equipped with a seal system with a higher pressure barrier fluid. 
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[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002]  

[Systems subject to this condition : Process 1, System 1] 

DEVICE CO�DITIO�S 

B22.1 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or 

greater under actual operating conditions. 

 [RULE 1301, 12-7-1995]  

 [Devices subject to this condition : D352] 

C1.3 The operator shall limit the number of turnovers to no more than 90 in any one year. 

 [RULE 1301(b)(1), 12-7-1995]  

 [Devices subject to this condition : D353, D370] 

C1.4 The operator shall limit the number of turnovers to no more than 40 in any one year. 

 [RULE 1301, 12-7-1995]  

 [Devices subject to this condition : D354] 

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of 

this equipment whenever there is a public complaint of visible emissions, whenever visible emissions are 

observed, and on an semiannual basis, at least, unless the equipment did not operate during the entire 

semiannual period.  The routine annual inspection shall be conducted while the equipment is in operation 

and during daylight hours. 

 If any visible emissions (not including condensed water vapor) are detected that last more than three 

minutes in any one hour, the operator shall verify and certify within 24 hours that the equipment causing 

the emission and any associated air pollution control equipment are operating normally according to their 

design and standard procedures and under the same conditions under which compliance was achieved in the 

past, and either: 

 1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible 

emissions as a potential deviation in accordance with the reporting requirements in Section K of this 

permit; or 
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 2). Have a CARB-certified smoke reader determine compliance with the opacity standard, using EPA 

Method 9 or the procedures in the CARB manual “Visible Emission Evaluation”, within three business 

days and report any deviations to AQMD. 

 The operator shall keep the records in accordance with the recordkeeping requirements in Section K of this 

permit and the following records: 

1).  Stack or emission point identification; 

2).  Description of any corrective actions taken to abate visible emissions;  

3).  Date and time visible emission was abated; and 

4).  All visible emission observation records by operator or a certified smoke reader. 

 [RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; RULE 401, 3-2-1984]  

 [Devices subject to this condition : C465, C469, D796, D797, D798, D799] 

E134.1 The operator shall maintain a layer of diesel oil at least 12” high on top of the ammonium polysulfide in 

this equipment. 

 [RULE 1301, 12-7-1995]  

 [Devices subject to this condition : D86] 

H23.1 This equipment is subject to the applicable requirements of the following rules or regulations:  

Contaminant Rule Rule/Subpart 

VOC District Rule 1173 

 

[RULE 1173, 5-13-1994; RULE 1173, 2-6-2009]  

[Devices subject to this condition :D870] 
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H23.2 This equipment is subject to the applicable requirements of the following rules or regulations:  

Contaminant Rule Rule/Subpart 

VOC District Rule 463 

VOC District Rule 1178 

 

[RULE 1178, 4-7-2006; RULE 463, 5-6-2005]  

[Devices subject to this condition : D352, D353] 

 

H23.22    This equipment is subject to the applicable requirements of the following rules or regulations:  

Contaminant Rule Rule/Subpart 

VOC District Rule 1173 

VOC 40CFR60, SUBPART GGG 

 

[RULE 1173, 5-13-1994; RULE 1173, 2-6-2009; 40CFR 60 Subpart GGG, 6-2-2008]  

[Devices subject to this condition : D832] 

 

H23.36  This equipment is subject to the applicable requirements of the following rules or regulations:  

Contaminant Rule Rule/Subpart 

VOC District Rule 1173 

VOC 40CFR60, SUBPART GGGa 

 

[RULE 1173, 5-13-1994; RULE 1173, 2-6-2009; 40CFR 60 Subpart GGGa, 6-2-2008]  

[Devices subject to this condition : D838] 
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K67.3 The operator shall keep records, in a manner approved by the District, for the following parameter(s) or 

item(s): 

Throughput and vapor pressure of stored liquid. 

[RULE 1178, 4-7-2006; RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; RULE 463, 5-6-2005]  

[Devices subject to this condition : D352, D363] 

 


